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(54) VENDING MACHINE FOR A CUP NOODLES TO AUTOMATICALLY SELL THE 
CUP NOODLES 

The present device relates to a vending machine for cup noodles to automatically sell 
the cup noodles. In particular, the present device relates to a vending machine for cup 
noodles comprising: a main body having a rack for cup noodles, a hot-water supplying 
part and a noodle storing part storing cup noodles to receive a hot-water provided by 
the hot-water supplying part; a discharging hole for opening and closing the main body 
and passing through the main body so as to receive the hot-water of the hot-water 
supplying part; and a door having control means, wherein the automatic door of the 
vending machine for cup noodles including: a motor for generating rotation force by a 
control signal of the control means to automatically open and close the discharging 
hole, said motor being attached to an inner upper portion of the discharging hole inside 
of the door; a power transmission link for converting the rotation force generated from 
the motor to a reciprocating motion, in which one end is mounted on a shaft of the 
motor; a shutter member connected to an end of the driving link for opening or closing 
the discharging hole by the power transmission link; and a guide member for guiding 
the operation of the shutter member to open or close the discharging hole without 
swinging of the shutter member, and attached to an inside of the door. If a consumer 
pushes a water supplying button, the discharging hole is automatically opened, and the 
supplying of the hot water to the cup noodles is completed at the same time. When 
the cup noodles is released from the storing part, the discharging hole is automatically 
closed. Accordingly, anyone can easily take out the noodle filled with the hot water from 
the vending machine, and thus the convenience in using the device is doubled. 



